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Technical Characteristics

Air pressure: 6 BARS

Air consumption: 0.306 I/die (o 0.306 liters per punch)
Speed: 30 mm/s

Pneumatic Installation

1. Connect the tubes to the pedal output fittings and to the punching machine
fittings equipped with automatic push-in connections.

2. Connect the air supply to the pedal using an 8mm diameter tube. The air must
be filtered and lubricated with SAE-10 oil or an equivalent.

Safety Guards

To prevent the risk of injury caused by the punches, the cutting edge has been
covered with a guide. This ensures that the cutting edge remains enclosed
throughout its stroke, eliminating any possibility of accidents from this source.
There is no emergency stop. In the event of entrapment, release the pedal; the
punches will return to their starting position. Press the pedal again to make them
descend.

Recommendations for Use

Secure the punching machine to a workbench, do not handle the machine while
the air supply is connected, do not bypass the safety guards and/or modify any
components, and periodically grease the punches to ensure proper operation.

Applications
Punching machine designed for punching aluminum profiles with a maximum
thickness of 2mm.

Noise-related data

At a 100% production level and under adverse conditions, such as with thick
profiles or high-hardness aluminum, the noise level of the punching machine is
below 70dbA.

Residual Hazards and PPE
The use of any personal protective equipment is not required.

Maintenance and Service
Periodically grease the punch(es); maintenance must be carried out with the
machine stopped and disconnected from the power source.

In the event that this instruction manual does not resolve your issue, please call us
to request technical assistance.

Start-up
1. Fix the punching machine on a horizontal surface at a suitable height to prevent
it from falling during use, using the holes provided in the base (Figure 2).

2. Proceed with the pneumatic installation as specified in the previous section by
connecting the tubes between the punching machine and the pedal (Figure 3).

3. Open the air pressure to 6 bars.

4. Adjust the stop by turning the nut to punch the profile at the desired point (only
for models with an adjustable stop).

5. Insert the aluminum profile on the side to be punched, placing the wall to be
punched between the tongue and the guide until it reaches the fixed or adjustable
stop, depending on the model (Figure 4).

6. Pressing the pedal will lower the punches, and releasing it will raise them.

7. Finally, remove the profile and repeat the operation from step 4 or 5 as many
times as necessary.
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Componentes de la punzonadora

1 Air Bellows / Pneumatic
Cylinder

2 Column

3 Head

4 Punch Holder

5 Punch

° 6 Guide

7 Tongue

8 Block




